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Safety/Regulatory Information
The jas 2350A Atomic Emission Detector meets 
the following IEC classifications: Safety Class 
1, Transient Overvoltage Category II and Pollu-
tion Degree 2.

The AED has been designed and tested in accor-
dance with recognized safety standards and 
designed for use indoors. If the instrument is 
used in a manner not specified by the manufac-
turer, the protection provided by the instrument 
my be impaired.
Whenever the safety protection on the jas AED 
has been compromised, disconnect the unit from 
all power sources and secure against unintended 
operation.

Refer servicing to qualified service personnel. 
Substituting parts or performing any unautho-
rized modification to the instrument may result 
in a safety hazard. Disconnect the AC power 
cord before removing the top cover. The cus-
tomer should not attempt to replace the fuses in 
the instrument.

List of used abbreviations
“ inch (1 inch = 25.4 mm)
AED Atomic Emission Detector
HTL Heated transfer line
HV High voltage
IEC International Electrotechnical Com-

mission
PCB Printed circuit board
PDA Photo-Diode array
PTFE Polytetraflouroethylene
RP Refurbished part
sccm standard cubic centimer per minute 

(cm3/min, ml/min @ standard condi-
tions)

TCO Total cost of ownership

Legal Notice and Conditions
To reduce the TCO of an AED, joint analytical
systems offers a exchange/refurbishing program
for all key-components of the AED.
These „RP“ modules were subjected a general
overhaul and refurbishing at the factory. In
terms of quality and reliability, these RP-mod-
ules are equivalent to factory new parts and
come fully certified with warranty. Due to the
fact that this is a exchange and refurbishing pro-
gram, joint analytical systems does not guaran-
tee that every replacement module comes with
all improvements that are (or will be) part of the
actual series; e.g. a RP-Gas drawer may come
with the formerly used solenoid valves.

A general requirement to participate the refur-
bishing program and to order a „RP“ module is
the defective module will be property of joint
analytical systems GmbH after receipt of the
RP-module. By ordering RP-modules, you fur-
ther aggree to send back the old module within
four weeks upon receipt of the RP-module, free
of charge, to the factory:

joint analytcal systems GmbH
Attn.: AED refurbishing
Bullermannshof 17
47441 Moers
Germany

If joint analytical systems does not receive your
defective module in exchange within six weeks,
you will be charged the price of the correspond-
ing new module, not the reduced price of the
RP-module.

Please contact you local jas sales representative
for any further questions or comments.
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Electrical Components

Fig. 1: Electrical Components

No. Description P/N old P/N new

1 Main board assembly G2350-60015 JAS 2350-60015

1 RP-Main board assembly N.A. JAS 2350-69015

2 AC board assembly G2350-60055 JAS 2350-60055

3
Sparker board assembly (includes sparker 
board, ignition coil, ignition module, cable and 
sparker panel)

G2350-60550 JAS 2350-60550

4 High Voltage Power supply G2350-80075 JAS 2350-80075
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Emission Source Assembly

Fig. 2: Emission Source Assembly, P/N JAS 2370-60560

No. Description P/N old P/N new

Emission Source Assemblya (with barbed type 
connectors on cavity for flexible silicon tubing) 

G2350-60560 JAS 2350-60560

Emission Source Assemblya (with quick con-
nectors „Instant Fittings“ on the cavity for PTFE 
tubing) 

N.A. JAS 2370-60560

RP-Emission Source Assemblya (with barbed 
type connectors on cavity for flexible silicon tub-
ing)

G2350-60900 JAS 2350-69560

RP-Emission Source Assemblya (with quick 
connectors for PTFE tubing)

N.A. JAS 2370-69560

1 Cavity Heater / PRT assembly G2350-60930 JAS 2350-60930

2 O-ring, GC-side water chamber 0905-1159 JAS 2350-50800

3 Discharge Tube Kit (contains tube, ferrule and
O-ring)

G2350-61090 JAS 2350-61090

4 RP-Screw, metric, M5x35 0515-0110 JAS 2350-10100
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5 Gas Union assembly, 320 µm G2350-61190 JAS 2350-61190

5 Gas Union assembly, 530 µmb G2350-61200 JAS 2350-61200

6
RP-heater chamber assemblyc (contains heater 
block, pins, spacer insulation and GC-side water 
chamber)

G2350-60190 JAS 2350-60190

7 O-Ring, Optical-side water chamber 0905-1160 JAS 2350-50801

8 Optical-side water chamber G2350-20520 JAS 2350-20520

9 Ceramic Exit Chamber 05921-22240 JAS 05921-22240

N.S. Thumb Nut (used to secure emission source lock) 0535-0165 JAS 2350-10103

a. Without Discharge tube kit, gas union and exit chamber (No. 3, 5, 9).
b. The 530 µm gas union is an optional item and not part of a regular AED shipment! Both parts can be easily distin-

guished visually, by the number of rings grooved into the union body: 1 Ring = 320 µm, 2 Rings = 530 µm.
c. All parts of this assembly must be factory aligned. Not user serviceable! Always replace complete assembly.

No. Description P/N old P/N new
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Front Assemblies

Fig. 3: Front assemblies and modules

No. Description P/N old P/N new

1 Thumb Screw 0515-2110 JAS 2350-10101

2 Gas Drawer disconnect brazement G2350-80680 JAS 2350-80680

3 O-ring (three needed) 0905-1162 JAS 2350-10102

4 Thumb Nut 0535-0165 JAS 2350-10103

5
Emission source assemblya

RP-Emission source assemblya
N.A.
N.A.

JAS 2370-60560
JAS 2370-69560

6 Spectrometer assemblyb (consists of 
spectrometer and PDA detector)

G2350-61170 JAS 2350-61170

6
RP-Spectrometer assemblyb (con-
sists of spectrometer and PDA detec-
tor)

N.A. JAS 2350-69170

7 Gas drawerc (improved model) N.A. JAS 2370-60530

7 RP-Gas drawerc (improved model) N.A. JAS 2370-69530
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8 Water drawerd (improved model) N.A. JAS 2370-61250

8 RP-Water drawerd (improved model) N.A. JAS 2370-69250

a. See page 2 for further details on P/Ns.
b. Without spectrometer cradle (6a) and lens mount assembly (6b).
c. See page 12 for further details.
d. See page 16 for further details.

No. Description P/N old P/N new
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Spectrometer Assembly

Note: The Photo Detector Array (PDA) and the spectrometer form one single matching unit. To as-
sure adequate performance of your instrument, the replacement of just the PDA or just the
spectrometer is no longer supported.

Fig. 4: Spectrometer assembly, P/N JAS 2350-61170 and
Lens Mount assembly, P/N JAS 2350-60740

No. Description P/N old P/N new

Spectrometer assembly (consists of spectrometer 
with mounted PDA, items No. 1-4)

G2350-61170 JAS 2350-61170

RP-Spectrometer assembly (consists of spec-
trometer with mounted PDA, items No. 1-4)

N.A. JAS 2350-69170

1 PDA assembly G2350-60630 obsolete

2 PDA mounting screw G2350-20700 obsolete

3 O-Ring, PDA insulator 0905-1433 obsolete

4 Spectrometer G2350-60720 obsolete

5 Mounting screw, lens mount assembly 0515-0982 G2350-50535

6 Lens mount assemblya

a. See page 7 for sub-components

G2350-60740 JAS 2350-60740

7 O-Ring, lens mount bottom 0905-1435 JAS 0905-1435

1

2
3

4

5

6

7

6 AED Replacement Parts Released: August 2004



Lens Mount Assembly

Fig. 5: Lens mount assembly, P/N JAS 2350-60740

No Description P/N old P/N new

Lens mount assembly G2350-60740 JAS 2350-60740

1 Lens mount linera G2350-22230
obsolete (please order 
JAS 2370-22230 and
JAS 2370-50803)

1 Lens mount liner (revised)a N.A. JAS 2370-22230

2 Lens purge cone G2350-22220 JAS 2350-22220

3 O-ring, lens mount liner 0905-1451
obsolete (please order 
JAS 2370-22230 and
JAS 2370-50803)

3 O-ring, lens mount liner (revised) N.A. JAS 2370-50803

4 O-ring, lens keeper 0905-1099 JAS 2350-50804

5 Screw, metric M3x12 0515-0911 JAS 2350-50530

6 Lens keeper G2350-22240 JAS 2350-22240

7 O-ring, lens 0905-1293 JAS 2350-50811

8 Lens G2350-80360 JAS 2350-80360

9 Lens mount top G2350-20910 JAS 2350-20910

10 Lens mount bottom G2350-21320 JS 2350-21320

11 Screw, metric M4x20 lens mount assembly 0515-0982 JAS 2350-50535
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12 Lens mount nut G2350-20980 JAS 2350-20980

N.S. O-ring, interior lens mount liner (three needed) 0905-1162 JAS 2350-10102

N.S. Ferrule, lens mount liner (for 1/8“ PTFE tubing) 0100-1504
obsolete (please order 
JAS 2350-50815 or
JAS 2370-50503)

N.S. Ferrule, lens mount linerb (for 1/8“ PTFE tubing) N.A. JAS 2350-50815

N.S. RP-Ferrule, lens mount linerc (for 1/8“ PTFE 
tubing)

N.A. JAS 2370-50503

N.S. Fitting nut for lens mount liner ferrule 0100-1505 JAS 2350-50816

a. Both parts differ in the size of the O-ring groove. Use P/N G2350-22230 with O-ring P/N 0905-1451 only.
Use P/N JAS 2370-22230 with O-ring P/N JAS 2370-50803 or P/N 0905-1451.

b. This ferrule type comes factory installed (with a flange on the PTFE tubing). Although it is well suited for flangeless 
operation, we recommend using P/N JAS 2370-50503 as a replacement, because the handling is easier.

c. Please refer to the brochure „AED consumables“ for a picture of this ferrule.

No Description P/N old P/N new
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Sparker Board Assembly

Fig. 6: Sparker board assembly, P/N JAS 2350-60550 and
Sparker assy, P/N JAS 05921-80885

No. Description P/N old P/N new

Sparker board assembly (includes sparker PCB, 
ignition coil, ignition module, sparker cable, igni-
tion wire and sparker panel)

G2350-60550 JAS 2350-60550

RP-Sparker board assembly (includes sparker 
PCB, ignition coil, ignition module, sparker cable, 
ignition wire and sparker panel)

N.A. JAS 2350-69550

1 Sparker PCB 05921-60030 obsoletea

2 Ignition module 0960-0826 obsoletea

3 Ignition coil 9140-1516 obsoletea

4 Sparker panel G2350-00070 obsoletea

N.S. Sparker assembly cable 05921-61000 obsoletea
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N.S. Ignition wire, 8 mm 8120-5473 obsoletea

5 Sparker assy (threads into lens mount liner), con-
sists of 5a, 5b and sparker O-ring

N.A. JAS 05921-80885

5a Sparker top brazement 05921-80880 obsoleteb

5b Sparker fitting 05921-22056 obsoleteb

N.S. O-ring, sparker (one needed) 0905-0353 JAS 2350-50808

a. Please order P/N JAS 2350-69550 or JAS 2350-60550.
b. Please order P/N JAS 05921-80885.

No. Description P/N old P/N new
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Heated Transfer Line

Fig. 7: Heated transfer line, P/N JAS 2350-61300

No. Description P/N old P/N new

Heated transfer line assy (consists of heated core 
and insulation)

G2350-61300 JAS 2350-61300

1 Heated core assembly G2350-80780 JAS 2350-80780

2 HTL insulation assembly G2350-61240 JAS 2350-61240

3 Column setting tool G2350-80610 JAS 2350-80610

N.S. 1/16“ gas union SS tubing nut 0100-0053 JAS 2350-50101

N.S. 1/16“ graphite ferrules (10 PK.) 0100-1326 JAS 2350-50200

1
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Gas Drawer, improved model (jas Instrument)

Note: Compared to the former gas drawer model (see Fig. 10 and Fig. 11), the improved model
JAS 2370-60530 (see Fig. 8 and Fig. 9) differs by the type of connectors used inside the
module. Additionally the improved model comes with other valves and more reliable fit-
tings on the fly ash filter and higher precision pressure gauges. As the basic functionality
remained unchanged, the improved model can be easily fitted into existing G2350 AEDs.

Legal Notice: When a replacement gas drawer (JAS 2370-69530) - which is a factory refurbished one - is ordered,

joint analytical systems can not guarantee the replacement module comes with all improvement that

are actually part of the actual series (e.g. a RP-Gas drawer may come with the formerly used valves). 

Fig. 8: Gas drawer solenoids, purge manifold and fly ash filter
bulkhead

No. Description P/N old P/N new

Gas drawer (improved model) N.A. JAS 2370-60530

RP-Gas drawer N.A. JAS 2370-69530

1
Quick connector bulkhead fitting (connects fly 
ash filter to PTFE lines)

N.A. JAS 2370-50501

1

2
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2 Solvent Vent solenoid valve assemblya N.A. JAS 2370-50602

3 High Flow solenoid valve assemblya N.A. JAS 2370-50601

4 Reagent gases solenoid valve assemblya, , b N.A. JAS 2370-50603

5 Purge Manifold assembly G2350-61390 JAS 2350-61390

a. Includes all Swagelok Fittings
b. All reagent gases solenoids are identical; you need not specify which one you need.

Fig. 9: Gas drawer regulators, gauges and fly ash filter

No. Description P/N old P/N new

1 Quick fitting elbow N.A. JAS 2370-0135

2 Fly ash filter tube 3150-0417 JAS 2350-50500

3 Mass flow assemblya, 400 sccm mass flow controller

a. Includes Swagelok fittings

N.A. JAS 2370-50620

4 Forward pressure regulator assemblya, 0-60 psi N.A. JAS 2370-50600

5 Cavity/Back pressure regulator assemblya, 0-15 psi N.A. JAS 2370-50610

6 Cavity pressure gauge assemblya, 10 psi N.A. JAS 2370-60590

7 Forward/Supply pressure gauge assemblya, 60 psi N.A. JAS 2370-50630

No. Description P/N old P/N new
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Gas drawer (Agilent instruments)

Fig. 10: Gas drawer regulators, solenoids, gauges and fly ash filter

No. Description P/N old P/N new

Gas drawer G2350-60530 obsolete (please order JAS 
2370-60530)

RP-Gas drawer N.A. JAS 2370-69530

1 Cavity/Back pressure regulator, 0-15 psi 19246-60560 JAS 2350-50610

2 Cavity pressure gauge, 10 psi G2350-60590 JAS 2350-60590

3 Mass flow assemblya 05921-61210 obsolete

N.S. Mass flow controller, 400 sccm 19362-60575 JAS 2350-50620

4 Forward/Supply pressure gauge, 60 psi 19363-60505 JAS 2350-50630

5 Forward pressure regulator, 0-60 psi 19246-60540 JAS 2350-50600

6
Fly ash filter assembly (consists of filter tube, 
elbows, bulkheads and N.S. Swagelok adapters; 
items 6b, 7-8)

G2350-60990 obsolete (please order 
items separately)

6a Fly ash filter tube 3150-0417 JAS 2350-50500

7 Plug-in elbow 0100-1699 JAS 2350-50502
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8 Bulkhead union 0100-1698 JAS 2350-50501

9-11 AED solenoid valve assembly 05921-61200 obsolete (please contact 
local jas sales representative)

a. The mass flow assembly is the mass flow controller (P/N JAS 2350-50620) with an additional fitting (O-ring sealed 
adapter to 1/8“ tubing Swagelok), which is obsolete. If you need to replace the mass flow assembly in an old model 
order P/N JAS 2350-50620 and equip with the old fitting present in the original assembly.

Fig. 11: Gas drawer manifolds

No. Description P/N old P/N new

1 PTFE tubing, 1/8“ o.d. 0890-0746 meter run only (please con-
tact jas sales representative)

2 Make up manifold assembly G2350-61192 obsolete

3 Brass union 05921-21370 obsolete

4 Fitting nut (bushing) 0100-1505 JAS 2350-50816

5 Purge Manifold assembly G2350-61390 JAS 2350-61390

6-8 obsolete

No. Description P/N old P/N new
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Water drawer, AED S/N > DE000159
Beginning with serial number DE000160, all jas AEDs are equipped with a completely revised water
drawer, shown in Fig. 12. Compared to the latest available Agilent model, the changes introduced include
a new developed water pump, a smaller fan, quick fittings in combination with non-leeching PTFE tubing
and a new in-line water filter.

Fig. 12: Water drawer (S/N > DE000159) fittings, tubing and replacement parts

No. Description P/N old P/N new

Water drawer N.A. JAS 2370-61250

RP-Water drawer N.A. JAS 2370-69250

1 Heat Exchanger (includes nuts and ferrules) G2350-20905 JAS 2350-20905

2 Water PCB mounting panel G2350-00470 JAS 2350-00470
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3 Water control PCB G2350-60085 JAS 2350-60085

4 Water drawer cable G2350-60755 JAS 2350-60755

5 Water drawer fan assemblya G2350-61070 JAS 2350-61070

6 Quick fitting, „tee“ union, 6 mm N.A. JAS 2370-0155

7 Water pump assembly (includes cable and stud 
elbows)

N.A. JAS 2370-60820

8 Quick fitting stud elbow, 6 mm (pump outlet 
side)

N.A. JAS 2370-0120

9 Quick fitting stud elbow, 8 mm (pump inlet 
side)

N.A. JAS 2370-0195

10 PTFE tubing, 8 mm o.d. (pump inlet side), 30 cm N.A. JAS 2370-0220

11 In-line water filter, 8 µm N.A. JAS 2370-80300

12 Quick fitting elbow, 6 mm N.A. JAS 2370-0115

13 Quick fitting reservoir back-flow, 6 mm (con-
tains stud for easier measurement of water flow)

N.A. JAS 2370-0205

14 Quick fitting reservoir out-flow, 8 mm N.A. JAS 2370-0200

15 RP-water reservoir (includes fittings) N.A. JAS 2370-60710

16 Quick fitting female stud, 6 mm N.A. JAS 2370-0110

17 PTFE tubing, 6 mm o.d. N.A.

JAS 2370-0225
meter run only (please 
contact jas sales representa-
tive)

18 Coiled restrictor tube (includes nuts and ferrules) N.A. JAS 2370-20890

19 Adapter tube 1/8“ - tube 1/4“ N.A. JAS 2370-0175

N.S. Blind plug for quick fitting, 6 mm N.A. JAS 2370-0210

N.S. Blind plug for quick fitting, 8 mm N.A. JAS 2370-0215

N.S. Quick connector tool N.A. JAS 2370-0160

a. The new fan (JAS 2350-61070) has less overall height than the old fan (G2350-61070) to allow easier access to the 
connectors on the water control PCB.

No. Description P/N old P/N new
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Water drawer, Agilent Instrument, S/N > US01000166

Fig. 13: Water drawer (S/N > US01000166) replacement parts

No. Description P/N old P/N new

Water drawer G2350-61250 obsolete (please order 
JAS 2370-61250)

RP-water drawer N.A.
please order
JAS 2370-69250

1 Water PCB mounting panel G2350-00470 JAS 2350-00470

2 Silicone rubber tubing, 0890-2104
meter run (please con-
tact jas sales representa-
tive)

3 Silicone rubber tubing, 0890-1831
meter run (please con-
tact jas sales representa-
tive)

4 Reservoir clip G2350-00480 JAS 2350-00480
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5 Water pump assembly G2350-61445 obsolete (please order 
JAS 2350-60820)

N.S. Water pump assembly, new model (includes 
cable and fittings to connect Si rubber tubing)

N.A. JAS 2350-60820

6 Water filter element, 5 µm G2350-80300 JAS 2350-80300

7 Plastic hose clamp, large 1400-2152 JAS 1400-2152

8 RP-water reservoir assembly G2350-60710 JAS 2350-60710

9 Water control PCB G2350-60085 JAS 2350-60085

10 Water drawer fan assembly G2350-61070 obsolete (please order 
JAS2350-61070)

11 Water drawer cable G2350-60755 JAS 2350-60755

12 Heat Exchanger G2350-20905 JAS 2350-20905

13 Plastic hose clamp, small 1400-1569 JAS 1400-1569

14 Plastic „tee“ fitting, barbed 0100-1685 JAS 0100-1685

No. Description P/N old P/N new
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